
HB-20HB-19

Specification Standard Accessories

Feature

*Specifications are subject to change without prior notice.

Wired Covert CCD Camera KitWired Covert CCD Camera Kit

•Battery Holder

•Wireless RF Kits •Portable DVR Series

•Switching Cable

28X8X20(cm)

Weight 406g

Optional Accessories

S-09VBTH S-PJ3R   

Handbag Design CCD CameraHandbag Design CCD Camera

Illustration

CCD
Sensor

* Miniature size video camera,
simple to use in covert mission

High resolution and low power consumption CCD sensor*

*

*

Camera records with high resolution and consumes low power,
CCD camera captures images with crystal clear picture quality.

Complete power and cable accessories kit to use
in various application

* Standard audio and video analog output,
compatible with common AV devices

* Handbag design

Yes

HB-19

NTSC & PAL

Audio Output

1.0V p-p Composite at 75 ohm

2Vp-p(MAX) 10KHz ohms Impedance

4.3 mm

 

78 Degree

SONY 1/3’’  960H HAD II CCD

DC 5V+/-0.5V

180 mA

MIN Illumination 0.005 Lux  @ F1.2 (50IRE)

Electonic Shutter NTSC: 1/60~1/100,000; PAL: 1/50~1/100,000

Video Output

MIC Sensitivity

Item Number

Video System

Picture Element

S/N Ratio

Resolution (H)

CCD Image Sensor

Focal lengths

Angle of View

Power Supply Voltage

Power Supply Current

700 TV Lines

NTCS: (H)976x(V)494 / PAL: (H)976x(V)582 

54

Dimension




