
HT-10HT-10

Specification Standard Accessories

Optional Accessories

Feature

Yes

HT-10NCK & HT-10PCK

NTSC & PAL

+18dB MAX

NTCS: (H)768x(V)492 ; PAL: (H)752x582

Audio Output

1.0V p-p Composite at 75 ohm

2Vp-p(MAX) 10KHz ohms Impedance

4.3mm

 

78 Degree

1/4” Interline CCD

5V+/-0.5V

48db (MIN)

250mA

MIN Illumination 1.5Lux/ F2.0
Electonic Shutter NTSC: 1/60~1/120,000; PAL: 1/50~1/120,000

Video Output

MIC

Item Number

Video System

Picture Element

S/N Ratio

Resolution (H)                         

CCD Image Sensor

A.G.C

Lens

Angle of View

Power Supply Voltage

Power Supply Current

*Specification & Appearance may be subjected to change without notice

450 TV Line

Wired Covert CCD Camera KitWired Covert CCD Camera Kit

Men’s Cap CameraMen’s Cap Camera

•Battery Holder

•Wireless RF Kits •Portable DVR Series

•Switching Cable

* Fine concealed design for totally unawareness from 
the outlook closely 

High resolution & Super Fine resolution CCD sensor
selectable for more critical demand application

*

*

*

Complete power & cable accessories attached to offer
output to more variety devices use

Full range of our Wireless Kit & Recording device 
could work with optionally


