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Audio Output

MIN Illumination

Electonic Shutter

Video Output

MIC

Specification

Item Number

Video System

Picture Element

S/N Ratio

Resolution (H)                         

CCD Image Sensor

A.G.C

Lens

Angle of View

Power Supply Voltage

Power Supply Current

Dimension (Incld Lens)

Weight

Items in package

Yes

ER-18NCK & ER-18PCK

NTSC & PAL

+18dB MAX

NTCS: (H)811x(V)508 ; PAL: (H)795x(V)596

1.0Vp-p Composite at 75 ohm

2Vp-p(MAX) 10KHz ohms Impedance

4.3 mm

78 Degree

5V+/-0.5V

Φ20 x 50.5 mm (camera only) 

220 mA

39 g (w/ cable)

NTSC: 1/60~1/120,000; PAL: 1/50~1/120,000

550 TV Line

Camera Cable & 
Remote Controller

S-HDMI/ER18

YSD-VL20 

YSD-LP20 

Z34-ER18-C 

Headband   Velcro Mount 

Camera Adjust
Up/Down 3600

Right/Left 3600

*Speci�cation and appearance may be subjected to change without notice  Lapel Bulldog Clip 

Lapel bulldog clip On Top of a Helmet 

On Side of a Helmet In-car windshield mount

Interline 1/3 inch  SONY SUPER HAD CCD

0.2 Lux / 30 IRE @ F2.0

More than 45 dB ( AGC o� )

550 TV lines Day/Night high resolution Sony CCD for use in darkness

Very light-weight and extremely comfortable feels just like wearing a pair of 
sun glasses

Simple plug and go work�ow speci�cally designed for police and  security usage

Rugged user friendly remote controller. Easy to use with gloves and in adverse 
weather conditions

LEDs for indication key status conditions on remote controller  Camera can be detached
from headband to �x on tailored lapel clip or windshield bracket or helmet mount

Swivel clicking mechanism on headband to give a perfect grip for  pinpoint 
positioning and reassuring stability

Powered directly from LawMate DVR series 

Multiple mounting operations

Feature


