
Wi-Fi Based DVR with FHD Digital Button Camera (BU-18HD or BU-18HD(Cone)) Bundle

PV-500HDW Pro

BU-18HD BU-18HD(Cone)

PV-500WP Bundle

PV-500HDW Specification
Standard Accessories

Feature

*Specifications are subject to change without prior notice.

Li-ion Battery

USB Cable

DC 5V Charger Pouch

Earphone

BA-2200

S-USB/PV-500

PT-500 

S-EP/PV500  

CHG-0520 
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PI-WD20L3   

Cable Controller

Optional Accessories

    2200mA Battery

             BA-2200

O
P

E
N

O
P

E
N

             BCM-DU01 

       Dual Battery Charger           4400mA Battery

               BA-4400 
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16G SD Card
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Lock

Adapter

Button Set 

* Built-in Wi-Fi allows you to control, view, and download
videos to your smartphone

* Small & lightweight digital camera with Full HD video quality
* DVR with 3.0“ screen works with BU-18HD and BU-18HD(Cone)
* Standard/Motion Detection Mode
* Exclusive App for operating the DVR
* LED indicators for Wi-Fi, power, charging, and recording
* Records up to 180 minutes
* Changeable battery   *Low light sensitivity  *1080p video
 

Snapshot available on App

Date/Time Table YYYY.MM.DD, HH,MM,SS

380mA-440mA(WIFI OFF)(WIFI ON + 80mA)

Snapshot

SD Card (Support SDHC max=32GB)

Up to 30 fps

Video Resolution

Recording Mode

Frame Rate

Storage

Power Cunsumption

Battery Life

1080P /720P/ WVGA   

Standard/Motion Detection

Continuous recording 180min(WiFi off / LCD ON) 

5x54x21MMDimension

Weight 104g

File Format AVI, JPG 

Data interface Mini USB 2.0

Battery Input DC 3.7V / 2200 mA Lithium battery

Recording time 160min @ 1920x1080 resoultion ( 16GB SD card )

BU-18HD/BU-18HD(Cone) Specification

ADT-EU2PIN

DIY Sticker & Button 

Z34-BU-18HD-DIYPAD-BU-SR

European Adapter Head 

2.8 um(H)* 2.8um(V)

Power Supply

12.C Data

DC 3.3V / 220mA

 

Interline 1/2.9’’  SONY CMOS

Lens Diameter 4.3 mm

Video Output

Pixel Size

Lens F/No  /

Illumination Sensitivity                         

CMOS Image Sensor

Angle of View

0.03 Lux@ F2.0 50IRE

Video Resolution 1080p

Digital Picture Resolution (H)1920x(V)1080

F2.0 / 78 degree

Electronic Shutter 1/8 ~ 1/30,000

Depth of Field 50 cm ~ ∞

or

Dimension/ Weight 25x25x17MM / 18g

LCD 3.0” 960*480 Touch TFT

Algorithm H.264. JPEG




